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UNITED STATES COAST PILOT CORRECTIONS

COAST PILOT 3               36 Ed 2003        Change No. 24
                                                                    LAST NM 52/03
Page 71—Paragraph 636, line 3; read:
given.

(c) From 8 a.m. on October 16, 2003, until 11 p.m. on
May 14, 2004, the draw of the County of Cape May Bridge,
mile 0.7 between Stone Harbor and Nummy Island need not
open for the passage of vessels.

(FR 10/28/03) 7/04

Page 189—Paragraph 63, lines 5 to 8; read:
navigable length of Cedar Creek have gasoline, diesel fuel,
marine supplies, berthing with electricity, ice, water, storage,
a pump-out station and hull and engine repairs can be made;
lift capacity, 40 tons.

(CL 616/03) 7/04

Page 239—Paragraph 33, lines 3 to 8; read:
miles above the inlet. In 1995-2000, the controlling depth
was 15 feet through the dredged channel between the jetties
to the fixed bridge, thence 1 foot to Millsboro.

(NOS 12216) 7/04

Page 243—Paragraph 79, lines 2 to 4; read:
Chincoteague Island. In August 2003, the dredged entrance,
marked by a light, had a controlling depth of 8 feet with 6.8
feet in the basin.

(BP 181965; CL 1690/03) 7/04

Page 262—Paragraph 189, lines 2 to 5; read:
southwest side of Elizabeth River, 7.3 miles from Sewells
Point, is entered through a channel marked by daybeaons. In
May 2003, the controlling depth was 5.4 feet (6.8 feet at
midchannel) to Daybeacon 5, thence 3.0 feet (4.0 feet at
midchannel) to the head of the project. The channel leads to
old fishing ...

(CL 1745/03; BP 182011) 7/04

Page 266—Paragraph 23, lines 4 to 5; read:
channel intoBennett Creek. In June 2003, the controlling
depth was 2.2 feet in the entrance ...

(CL 1693/03; BP 181971) 7/04

Page 267—Paragraph 39, lines 3 to 4; read:
daybeacon at the entrance. In April 2003, the controlling
depth was 4.5 feet to the ...

(CL 1741/03; BPs 182076-78) 7/04

Page 347—Paragraph 275, lines 5 to 6; read:
up to 50 feet for repairs; the largest lift is 70 tons. Gasoline,
diesel fuel, launching ramp, a pump-out station and some
supplies are available.

(CL 932/03; DB 1037) 7/04

Page 361—Paragraph 171, lines 2 to 3; read:
Back River.

(DOLE/03) 7/04

Page 365—Paragraph 230, lines 3 to 5; read:
above the first bridge. Storage, some marine supplies a
engine repairs are available; largest lift, 20 tons.

(CL 932/03) 7/04

Page 373—Paragraphs 220 to 225; read:
Baltimore, MD/Washington, DC: 44087 Weather Servic

Rd., Sterling, VA 20166.
Philadelphia, PA/Mount Holly, NJ: 732 Woodlane Rd

Mount Holly, NJ 08060.
(Internet/03) 7/04

COAST PILOT 3               36 Ed 2003        Change No. 25
Page 209—Paragraph 140, lines 1 to 3; read:

In May-June 2003, the controlling depth was 4.3 feet o
the entrance to the jetties, thence 7.3 feet through the jett
thence 3.4 ...

(BPs 181122-24; BP 181637) 7/04

Page 213—Paragraph 195, lines 10 to 13; read:
bridge in Salem. In August 2003, the controlling depths we
11.4 feet to Light 4, thence 12.4 feet to Light 14, thence 1
feet through the landcut, thence depths of 13.7 to 16 fe
were in the basin, thence 16 feet to the ...

(BPs 181667-69) 7/04

Page 253—Paragraph 56, lines 2 to 4; read:
Light, is subject to continual change. In July 2003, the co
trolling depth in the entrance channel was 7.0 feet (9.7 fee
midchannel). The inlet is marked by lights. The twin fixed 

(CL 1692/03) 7/04

Page 261—Paragraph 183, lines 5 to 7; read:
Elizabeth River for 4.5 miles upstream. In June 2003, t
controlling depth was 15.2 feet (17.8 feet at midchannel)
the dredged channel to the first bridge; thence in 1998-20
16 feet ...

(BP 181972; CL 1694/03) 7/04

Page 282—Paragraph 98, line 6; read:
depth of 9.3 feet at midchannel, in February 2003, leads .

(BP 181969) 7/04

Page 297—Paragraph 94, line 1; read:
An overhead power cable with a clearance of 38 feet ...
(CL 1658/03) 7/04

Page 331—Paragraph 59, lines 3 to 7; read:
well-marked dredged channels. In March 2003, the contr
ling depths were 4.1 feet from Chesapeake Bay and 3.7 f
(6.3 feet at midchannel) from Tangier Sound; depths of 4
to 7.0 feet in the anchorage basin at Tangier with lesser ..

(BPs 181966-68; CL 1691/03) 7/04
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COAST PILOT 3               36 Ed 2003        Change No. 26
Page 172—Paragraph 14, line 4; read:
74˚00'06"W.), 88 feet above the water, is shown from an ...

(LL/03) 7/04

Page 203—Paragraph 79, line 15; read:
Entrance Channel Lighted Buoy 5, and a red sector ...

(14/03 CG5; LL/03) 7/04

Page 242—Paragraph 64, line 11; read:
of Sinepuxent Bay Daybeacon 1 in about 38˚19'34"N., ...

(LL/03; 21/95 CG5) 7/04

Page 281—Paragraph 88, line 6; read:
(37˚23'24"N., 76˚11'24'W.), 52 feet above the water, is ...

(LL/03) 7/04

Page 281—Paragraph 91, line 7; read:
34 feet above the water, is shown from a platform with a ...

(LL/03) 7/04

Page 293—Paragraph 32, line 6; read:
(38˚01'30"N., 76˚19'25"W.), 39 feet above the water, ...

(LL/03) 7/04

Page 329—Paragraph 28, line 6; read:
the bar channel at Daybeacons 4 and 5; deeper waters are ...

(NOS 12226; LL/03) 7/04

Page 337—Paragraph 142, lines 10 to 12; read:
shoaling gradually to 2 feet at the head. In 1982-1990, a
depth of 4 feet was reported between Light 2F and Light 5;
thence in 1980, shoaling to 2 feet was reported between
Light 5 and a point ...

(NOS 12270; LL/03) 7/04

COAST PILOT 3               36 Ed 2003        Change No. 27
Page 165—Paragraph 146, line 15; read:
bulletins, revising the course as needed. Detailed informa-
tion on the vulnerability of North Atlantic ports to hurricanes
may be found in theHurricane Havens Handbook for the
North Atlantic Ocean published by the Marine Meteorol-
ogy Division, Naval Research Laboratory, Monterey, CA
93943 and available on the internet at https://www.cnmoc.
navy.mil/. Additional local information may be found in the
individual chapters of this book.

(CL 637/01; Internet/04) 7/04

Page 201—Paragraph 63, lines 4 to 5; read:
water, is shown from a white tower with a red cupola and
two white dwellings nearby on Cape May Point.

(51/03 CG5; LL/03) 7/04

Page 205—Paragraph 87, line 8; read:
of 30 feet. For purposes of INTERNATIONAL RULE 10, ...

(NOS 12214) 7/04

Page 205—Paragraph 90; strike out.
(NOS 12304) 7/04

Page 212—Paragraph 182, lines 14 to 17; read:
Fairton; thence in 1990-September 2003, shoaling to le
than 1 foot to Bridgeton.

(BPs 181891-92; NOS 12304) 7/04

Page 233—Paragraph 73, line 6; read:
bridge at Mile 8.5 has a reported clearance of 133 feet, a
an ...

(CL 1839/03) 7/04

Page 251—Paragraph 26, lines 11 to 15; read:
marking the channels.

(CL 1411/01; NOS 12254) 7/04

Page 301—Paragraph 135, lines 4 to 5; read:
south of the pier has depths of about 10 feet. Except in em
gencies, ...

(50/03 CG5; LL/03) 7/04

Page 302—Paragraph 148, line 11; read:
entrance, has a clearance of 25 feet. In October 2003
replacement fixed highway bridge was under constructi
with a design clearance of 44 feet. A rock awash is on ...

(CL 1766/03; 43/03 CG5) 7/04
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